


G-150 Neoprene Seal And Washer Sets
Part number, GSA-XXXX-N, where XXXX is the number listed in the chart 
for the appropriate tube OD and BWG

G-150 Tube Testing Gun

G-150A Tube Testing Gun Set

G-150 Tube Testing Guns G-150 Support Tube
Assemblies
Longer lengths (1-4 ft) can be used for easier testing
when a channel head or water box is present.

The G-150A

Testing Guns

operate in tube

sizes up to 2.53"

ID (64.3 mm),

and weigh less

than 2.7 lbs (1.2

kg) each.

G Series Guns now

come with a durable

tool box that includes a

new seal size gage, as

well as internal

compartments for the

storage of seals and rod

and tube extensions.

Notes:

1. Seal and washer sets for tube IDs .28"-.48" (7.1-31.2mm) contain (4) seals and (4) washers. All

other seal and washer sets contain (2) seals and (4) washers.

2. For seal sizing and part numbers for applications in SWG, metric, or other tube sizes, contact 

EST directly.

3. Optional seal material: Viton®.

Viton® is a registered trademark of Du Pont Dow Elastomers

Length Tube ID Range Part Number

Standard .28" to .48" GSA-1510
(7.1 to 12.3 mm)

.49" to .83" GSA-1511
(12.4 to 21.2 mm)

.84" to 1.23" GSA-1512
(21.3 to 31.2 mm)

1 ft .28" to .48" GSA-1510-01
(304.8 mm) (7.1 to 12.3 mm)

.49" to .83" GSA-1511-01
(12.4 to 21.2 mm)

.84" to 1.23" GSA-1512-01
(21.3 to 31.2 mm)

2 ft .28" to .48" GSA-1510-02
(609.6 mm) (7.1 to 12.3 mm)

.49" to .83" GSA-1511-02
(12.4 to 21.2 mm)

.84" to 1.23" GSA-1512-02
(21.3 to 31.2 mm)

3 ft .28" to .48" GSA-1510-03
(914.4 mm) (7.1 to 12.3 mm)

.49" to .83" GSA-1511-03
(12.4 to 21.2 mm)

.84" to 1.23" GSA-1512-03
(21.3 to 31.2 mm)

4 ft .28" to .48" GSA-1510-04
(1,219.2 mm) (7.1 to 12.3 mm)

.49" to .83" GSA-1511-04
(12.4 to 21.2 mm)

.84" to 1.23" GSA-1512-04
(21.3 to 31.2 mm)

Part No. Description Tube ID Range

GSA-1500 G-150 Test Gun Package .28" to 1.23"
(with support tubes and regulator) (7.1 to 31.2 mm)

GSA-1504 G-150 Air Injection Gun .28" to 1.23"
(with support tubes and regulator) (7.1 to 31.2 mm)

GSA-1506 G-150 Plugging Gun .28" to 1.23"
(with support tubes) (7.1 to 31.2 mm)

Tube OD 1/2" 5/8" 3/4" 7/8" 1" 1-1/8" 1-1/4" 1-3/8"
BWG

8-9 — 0030 0043 0056 0068 0081 0093 0106

10-11 — 0037 0047 0062 0072 0087 0097 0112

12-13 0028 0040 0053 0065 0078 0090 0103 0115

14-15 0033 0047 0056 0072 0083 0097 0110 0122

16-17 0037 0050 0062 0075 0087 0100 0112 —

18-19 0040 0053 0065 0078 0090 0103 0115 —
20-24 0043 0056 0068 0081 0093 0106 0118 —

Note: The .28-.48 size support tube is limited to 60 psi max.

A regulator is supplied with the set for this purpose.

Specifications subject to change without notice.
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